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Specifications
KP-1
Dimensions 2 3/,"W x 4 1/,"H x °/1"D

KP-2
Dimensions 2 45"W x 43/5"H x 1 1/,"D

EscortR
Dimensions 3"W x5"Hx 3D

+¢ Complete Specifications at
www.wandercontrol.com

Features

The KP-1, KP-2, & EscortR are
Remote Access Panels for use
on the opposing side of a door
monitored with a Platinum 3
Series or Sentry Door Controller

KP-1 is a mechanical keypad
designed for indoor use

KP-2 is a mechanical keypad
designed for outdoor use — includes
a weather resistant cover

Enter a facility selected escort code
to temporarily disable the security
and alarm functions of a door
controller for ingress and egress

KP-1 and KP-2 escort codes can be
changed by facility engineering and
maintenance personnel when
necessary

EscortR is a heavy duty mechanical
push button switch which allows
remote access with a lower level of
security than a keypad and escort
code

Easy to use

Made in the USA

www.wandercontrol.com

210 Richlandtown Pike ¢ Quakertown, PA 18951
Telephone 215-538-1983 ¢ After Hours 407-446-0055
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Wander Control Systems, Inc.

Platinum 3 System Component
Placement Diagram

To Nurse Station
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Required: Optional:

@ Platinum Door Controller

@ Power Supply
@ Door Contact Switch

@ RX3 Antenna

@ Keypad or Escort Switch
@ Alert 6 Panel

(7) Electromagnetic Lock

Relay
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